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Product Name Portable Brinell Durometer 

Model PHB-3000 

Test Force 3000kg (500kg, 750kg, 1000kg, and 1500kg available) 

Indenter Ф10mm carbide ball indenter (Ф 5mm available) 

Testing Range 100-650HBW (Expendable to 28-650HBW) 

Max. Specimen Height 320mm 

Throat Depth 100mm 

Accuracy Complies with ISO 6506 

Repeatability Complies with ISO 6506 

Net Weight 13.8kg 

PHB-3000 Series Standard Included 

Hardness Block HBW/3000/10 (150-250) 20X Measuring Microscope Flat Anvil 

Hardness Block HBW/750/05 (75-150)  Hexagon Wrench Hemispherical Anvil 

Ф10mm Spare Carbide Ball Indenter V-shaped Anvil Brinell Hardness Table 

Permanent Indentation 

With 3000kg test force and 10mm ball indenter, the indentation can accurately reflect the true harness of 

cast iron, cast steel, forge piece, and other materials with coarse grain. The permanent indentation can be 

re inspected at any time after testing. 

Real Result 

PHB-3000 has the same principle as the bench type Brinell hardness tester. So the result is totally different 

from the lossy conversion value of other portable hardness testers (eg. Rebound type hardness tester). 

Wide Testing Range 

PHB-3000 has various test forces and two different ball indenters in order to test . 


